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11° Taper

Platform Switching

Active RBM 
Surface 

Treatment

Cutting Edge

V-line Apex

Connection

Screw Connection

Taper Design

SEMRoughness

SEMRoughness

2.5 Hexagon2.1 Double
Hexagon

Roughness value(Ra)
of 1.2um~1.8um.

The surface has optimized 
roughness value for 

osseointegration.

The M.1.6 screw is coupled 
with 2.1 double hexagon 

öxtures. And the other size 
of öxtures are coupled 

with M2.0

Ø3.6 Fixture > 2.1mm Double Hexagon
Ø4.0, Ø4.4, Ø4.8 Fixture > 2.5mm Hexagon

With perfect combination 
between abutment and 

11° taper bacterial 
penetrations are 

prevented. Also it supports 
distribution of bone stress 

to minimize bone loss. 

With perfect combination 
between abutment and 11 

taper bacterial 
penetrations are 

prevented. Also it supports 
distribution of bone stress 

to minimize bone loss. 

Dual Laser 
Surface 

Treatment
We are the world’s örst 
laser surface treatment 

technology holder for early 
loading.

Triple cutting edge helps 
smooth self tapping and 
the surplus bone is to be 

accumulated into öxture’s 
cutting edge. Also it 

enhances primary stability.

V-Line apex is designed 
for an excellent initial 

implantation.
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Fixture Line Up Connection & Select Guide
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Double

Hex
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Hex

Double
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Connection
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Package System KIT

05 06 07 08

Check the size of öxture and pull out 
the product from the box.

Pull out mountless driver carefully after 
it örmly combined with öxture by 
moving mountless driver right and left 
direction in the öxture. 

Rip off the paper on plastic case and 
pull out the ampoule. 

Implantation.
(Use CSM mountless driver softly in 
right and left way till it örmly combined 
with öxture)

Hold plastic ampoule and rotate the 
cap to open.

Hold up the ampoule cap and remove 
cap cover.

Check inside of öxture.

Use CSM torx driver and connect the 
screw and tighten coupling of the cover 
screw into the öxture.

01 02 03 04
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Fixture Fixture
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L
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Cover Screw
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Diameter (Ø)
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D
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Ø
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Ø
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CSM Implant Submerged  System20 21



Impression Coping  [Transfer]  Hex

Hex C C

9.2
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9.2
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9.2

C C
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Non
Hex C C
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C

9.2

C
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C
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Hex
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*Screw
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Fixture Analogue

L

L
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12

3.5
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12

3.8

L

D

Length(mm)
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